
Technical Data 
Cable Type RG59/U Coaxial Cable (75Ω)

Connectors BNC

Impedance 75 Ω

BNC Body Material Zinc

BNC Plating Nickel

Pin Material Brass

Pin Plating Gold

Insulator POM

The Extension Coax Cable is recommended for Contacta 
external RF antennas and boosters when the transmitter is 
positioned further from the listening area.

Manufactured from low-loss, high-flexibility BNC-
terminated coaxial cable, it delivers reliable performance 
for installations.

Extension Coax Cable – 10m 
Reel RF-COAX

Applications
The RF-Coax is recommended for use 
with the RF-AN-KIT and RF-BST-KIT 
systems. 

Ideal for RF indoor installations requiring 
extended cable runs between RF-TXRM 
Transmitters and the listening area 
including:

•	 Large conference or exhibition 
spaces

•	 Places of worship and auditoria

•	 Heritage or visitor venues 

Talk to us now:
+44 (0) 1732 223900 (UK & ROW)
+1 616 392 3400 (US & Canada)

www.contacta.co.uk

Physical Data 

Length 10m (32.8ft)

Finish Black PVC
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BNC Plug-to-BNC Plug Cable Assembly 
RG59U

Newark.com/exclusive-brands
Farnell.com/exclusive-brands
Element14.com/exclusive-brands

Dimensions : Millimetres

Important Notice : This data sheet and its contents (the “Information”) belong to the members of the AVNET group of companies (the “Group”) or are licensed to it. No licence is granted for 
the use of it other than for information purposes in connection with the products to which it relates. No licence of any intellectual property rights is granted. The Information is subject to change 
without notice and replaces all data sheets previously supplied. The Information supplied is believed to be accurate but the Group assumes no responsibility for its accuracy or completeness, 
any error in or omission from it or for any use made of it. Users of this data sheet should check for themselves the Information and the suitability of the products for their purpose and not make 
any assumptions based on information included or omitted. Liability for loss or damage resulting from any reliance on the Information or use of it (including liability resulting from negligence or 
where the Group was aware of the possibility of such loss or damage arising) is excluded. This will not operate to limit or restrict the Group’s liability for death or personal injury resulting from its 
negligence. pro - SIGNAL is the registered trademark of Premier Farnell Limited 2019.

Part Number Table

Description Length (L) Part Number

BNC Plug-to-BNC Plug Cable Assembly, RG59U

6″ (0.15m) PSG03072
1.5 Ft (0.5m) PSG03074
5 Ft. (1.5m) PSG00517
7 Ft. (2m) PSG00518
10 Ft (3m) PSG00519
16 Ft (5m) PSG00520

30 Ft. (10m) PSG00521

Diagram

Item Designation Material Plated
1 BNC Cover Zn Nickel
2 Body Zn Nickel
3 Pin Brass Gold
4 Insulator POM -

RG-59/U COAXIAL CABLE 75OHM RG-59/U COAXIAL CABLE 75OHM

What’s in the Box
•	 Extension Coax Cable - 10m Reel  

[RF-COAX]

•	 2 x BNC to TNC Adaptors  
[RF-BNC-ADPT]


